<table>
<thead>
<tr>
<th></th>
<th>Systematic</th>
<th>correction (%)</th>
<th>uncertainty (%)</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Integration</strong></td>
<td>Stability</td>
<td>-</td>
<td>1</td>
</tr>
<tr>
<td></td>
<td>type 1</td>
<td>7 – 9</td>
<td>0.6</td>
</tr>
<tr>
<td></td>
<td>type 2</td>
<td>0 – 4</td>
<td>0.7</td>
</tr>
<tr>
<td></td>
<td>CMS deadtime</td>
<td>-</td>
<td>0.5</td>
</tr>
<tr>
<td></td>
<td>Dynamic Inefficiency</td>
<td>-</td>
<td>0.4</td>
</tr>
<tr>
<td><strong>Normalization</strong></td>
<td>XY-Correlations</td>
<td>1.1</td>
<td>1.5</td>
</tr>
<tr>
<td></td>
<td>Beam current calibration</td>
<td>-</td>
<td>0.3</td>
</tr>
<tr>
<td></td>
<td>Ghosts and satellites</td>
<td>-</td>
<td>0.2</td>
</tr>
<tr>
<td></td>
<td>Length scale</td>
<td>-3.2</td>
<td>1.5</td>
</tr>
<tr>
<td></td>
<td>Orbit Drift</td>
<td>-</td>
<td>0.4</td>
</tr>
<tr>
<td></td>
<td>Beam-beam deflection</td>
<td>1.8</td>
<td>0.4</td>
</tr>
<tr>
<td></td>
<td>Dynamic-β</td>
<td>-</td>
<td>0.5</td>
</tr>
<tr>
<td><strong>Total</strong></td>
<td></td>
<td></td>
<td>2.7</td>
</tr>
</tbody>
</table>